Lord Fairfax House Kitchen Remodel

Residential Kitchen Over $150,000

Project Completed: 08/01/2016




The Beginning...

Built in the early 1800’s, this house is truly special. With its federal architecture and historical
significance, it was a project we were happy to be apart of.

The new owners wanted a fully functional kitchen with all of the modern amenities while keeping a
traditional feel. The existing kitchen looked nice but seemed more designed for show than service. Last
updated in 1990, our challenge was to design and build a kitchen that met the clients needs and
maintained a balance between old and new.

Before Photos:

i
o |
xE:




Getting Started. ..

The first step was to remove the staircase to master bedroom above. Also to be removed was a small
powder room underneath the stairs.

We than framed and finished a new wall with matching archways to a walk-in pantry and new larger
powder room.







The Challenge...

Well as it turns out, structural engineers and simple generally don’t mix. This simple thought of removing
the post was no exception!

The footers for the new 900 Ib. beam and 4” columns were massive. Measuring 5’-6” x 2’-0” with a
thickness of 12", we had quite a lot of digging to do.

No sooner than when we got the jackhammers running, we found buried electrical, plumbing, radiator,
propane, and central vacuum lines were all in the way. This project went from a “jack it up” and “get it
done”, to a knit pick archeological dig. Not only did we need to identify all of what was uncovered, we
needed to relocate it, as it was in the way of our new footers and columns. Needless to say “unforeseen
conditions” took on a whole new meaning!

After the lines were relocated, we set up shoring to transfer the load of the existing structure to our new
beam. Lots of heavy lifting involved here and everyone was quite happy to be done with this phase of the
project.
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STRUCTURAL NOTES:
*CB-0B-CB" AND PROVIDED BY D.A. PORTNER, INC. ELECTRODES SHALL CONFORM 10 ETONX, LOW HYDROGEN.
ALL EXISTING DIMENSIONS SHOWN WERE TAKEN FROM THE EXISTING DRAWNGS OR FIELD CONTRACTOR SHALL SHORE THE EXISTING STRUCTURE AS REQUIRED TO INSTALL
TEASIED A0 SHALL BE FELD VERIFED A8 RECURED. NEU WORK INDICATED,
3. IF EXISTING CONDITIONS DIFFER THAN THOSE SHOUN FOR THIS WORK. THEN CONTACT BLS THE CONTRACTOR 8HALL CBTAIN ALL REGUIRED LOCAL AND BTATE INSFECTIONS.
PROCEEDING.
ENGINEEIRING, FLLC PrRIOR TO POST-NSTALLED ANCHORS SHALL BE INSTALLED PER THE MANFACTURER'S
4. HATERIAL PROPERTIES: ROLLED STEEL BEAM SHALL Tomﬂmarao. RECOMMENDATIONS.
188 SHALL CONFORM TO ABTM ABOO, Gr, B (46 kel ANGLES AND MC. STEHL SHALL.




Progress Photos:
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Installation...













The End...

All in all, it was a complicated transformation but a very rewarding outcome. Our clients love their new
kitchen and it fits well with the historical aspects of the rest of the home. We would like to think that Lord
Fairfax would be pleased!




